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1 RATED CURRENT: THE MAXIMUM RMS OR DC CURRENT ALLOWED FOR A TEMPERATURE RISE OF EITHER 40ºC OR 45ºC. CARRY CURRENT CAPACITY SHOWN ARE BETWEEN 250 cmils/A AND 400 cmils/A TIPICALLY.
2 NOMINAL INDUCTANCE VALUE IS 30% ABOVE FROM THE MINIMUM LISTED TIPICALLY
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TYPE SQUAROID UU9 UU9 UU UT20 UU15.7 ET24 ET24 UT25 TOROIDAL TOROIDAL TOROIDAL TOROIDAL TOROIDAL
SERIES CMST06 CMU09V CMU09H CMU01005 CMU2014 CMU01606 CMETY24H CMETY24V UT25V CMT02207 CMT02212 CMT02908 CMT02206 CMT02207

SIZE (mm) L 10.5 17.0 17.0 19.0 23.1 22.9 25.0 25.1 28.5 31.8 31.8 35.5 27.9 27.9
MAX W 7.8 11.6 15.8 17.0 16.5 19.0 26.0 18.0 19.0 16.0 17.8 16.0 23.6 23.6

H 8.0 17.0 12.7 22.5 22.4 28.0 20.5 30.4 27.5 31.8 29.2 38.1 33.0 33.0
VOLUME  CM3 0.7 3.3 3.4 7.3 8.5 12.2 13.3 13.7 14.9 16.2 16.5 21.6 21.8 21.8
             L MIN 2 (mH)                                 FALCO PART NUMBER [ RATED CURRENT1 ]

6.7µ ST0701 [3.0]
12µ ST0702 [2.0]
0.07 T87027 [25.9]
0.09 T87067 [25.9]
0.10
0.16 T87041 [25.9] T87068 [18.8]

T87028 [20.6] 
T87029 [18.1] 

0.20 T87030 [16.0] T87080 [25.9]
T87069 [17.2]

0.22 T11057 [20]
0.30 T87045 [20.6]  T87081 [18.8]

T87046 [18.1] T87070 [15.9]
T87031 [12.5]

0.40 T87047 [16.0] T87082 [17.2]
T87033 [10.5]

0.44 T87071 [12.3]
0.50  U09006 [1.0] U09A06 [1.0] T87083 [15.9]

T87072 [10.2]
0.60 U10008 [2.0] T87034 [8.8]
0.68 T87058 [12.5] 

T87035 [7.7]
0.70 U09007 [0.9] U09A07 [0.9] T87001 [7.5] T87073 [8.4]

 T87L01 [8.5]
0.75 T87042 [10.0]
0.80 U09008 [0.8] U09A08 [0.8] T87059 [10.5] T87074 [7.4]

T87036 [6.6]
0.82 U20013 [2.0]
0.90 T87084 [12.3]
0.92
0.94
0.96 T87037 [5.6]
1.00 U09009 [0.7] U09A09 [0.7] T87038 [5.0] T87085 [10.2]
1.14 T87060 [8.8] T87075 [1.0]
1.20 U20014 [1.6] ET2407 [3.0] T87076 [5.4]
1.30 T87061 [7.7] T87077 [4.8]
1.40 UT2502 [3.2] T87039 [4.1]
1.50 U09010 [0.6] U09A10 [0.6] U16010 [1.5] T87086 [8.4]
1.52
1.60 T87062 [6.6] T87087 [7.4]
1.70 U20008 [1.8] T87078 [4.0]
1.75
1.80 U20015 [1.5] T87002 [1.8] T87008 [3.5]
1.90
2.00 U10012 [1.0] T87063 [5.6] T87088 [6.3]

T87064 [5.0] 
T87040 [3.2]

2.30 U20003 [1.5]
2.40 UT2503 [2.5]
2.50 U09011 [0.5] U09A11 [0.5] T87089 [5.4]

T87079 [3.1]
2.70 U20016 [1.1] ET2408 [2.0] ET2417 [2.0] T87065 [4.1] T87090 [4.8]
2.80
3.00 U10014 [1.0]
3.30 U20017 [1.1] ET2409 [1.8]
3.50 U09012 [0.4] U09A12 [0.4] U16011[1.2] T87091 [4.0]
3.80
3.90 U20018 [1.0]
4.00 T87066 [3.2]
4.20 UT2504 [2.0]
4.50
4.70
4.90
5.20 T87092 [3.1]
5.50
5.60 U20019 [0.8] ET2410 [1.4] ET2418 [1.4]
5.70
5.90
6.00 U09013 [0.3] U09A13 [0.3] U10005 [0.90] U16012 [1.0] UT2505 [1.6]
6.20
6.50 T87043 [3.0]
6.80 U20020 [0.7] ET2411 [1.2] ET2419 [1.2]
7.00 T11064 [2.5]
7.20
7.50
8.00 U20007 [1.1] U16013 [0.8]
8.20 U10015 [0.7] U20021 [0.6]
8.50
9.40
9.50 UT2506 [1.2]
10.0 U10013 [0.6] U16003 [0.80] ET2412 [1.2] ET2420 [1.2]
11.0 U20005 [0.8]
12.0 U09014 [0.2] U09A14 [0.2] ET2403 [0.9] ET2421 [0.9]
13.0
14.0 U10001 [0.51] T11021 [1.0]
15.0 UT2507 [1.0]
16.0 U20006 [0.7]
17.0
18.0 U09004 [0.1] U09A04 [0.1] U20022 [0.5] ET2413 [0.8] ET2422 [0.8]
19.0
20.0 U09001 [0.15] U16014 [0.5] ET2404 [1.4] UT2508 [0.8]
21.0 U20001 [0.6]
22.0 U09003 [0.25] U20004 [0.56]
25.0 U160A3 [0.62]
26.0 U20011
27.0 U160B3 [0.55] ET2414 [0.6] ET2423 [0.6]
28.0 ET2401[0.9]
29.0 U20002 [0.53]
30.0 U09015 [0.1] U09A15 [0.1]
33.0 U20023 [0.3] ET2406 [1.2] 

ET2402 [0.8]
33.8
35.0 UT2509 [0.6]
39.0 ET2415 [0.5] ET2424 [0.5]
43.0 U20010 [0.3]
45.0 U09002 
50.0 UT2501 [0.5]
52.0 U20012 [0.25]
54.0 U09A02 
68.0 ET2416 [0.4] ET2425 [0.4]
69.0
80.0 UT2510 [0.4]

100.0 U09016 [0.085]

*Go to web site to get full details of FPN.



1 RATED CURRENT: THE MAXIMUM RMS OR DC CURRENT ALLOWED FOR A TEMPERATURE RISE OF EITHER 40ºC OR 45ºC. CARRY CURRENT CAPACITY SHOWN ARE BETWEEN 250 cmils/A AND 400 cmils/A TIPICALLY.
2 NOMINAL INDUCTANCE VALUE IS 30% ABOVE FROM THE MINIMUM LISTED TIPICALLY
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Common Mode Chokes  PART B

*Go to web site to get full details of FPN.

TYPE UT30 TOROIDAL ET28 TOROIDAL TOROIDAL ET35 TOROIDAL TOROIDAL TOROIDAL TOROIDAL TOROIDAL
SERIES UT30V CMT02212 ET28H CMT02513 CMT02915 ET35V CMT02915 CMT03615 CMT03615 CMT03615 CMT03615

VTM160 VTM254 VTM160 VTM254

SIZE (mm) L 32.1 27.9 30.0 33.0 36.8 38.0 45.7 43.2 45.7 45.7 48.3
MAX W 21.6 24.1 30.0 24.1 22.6 25.0 23.6 24.8 24.6 24.9 31.8

H 31.8 33.0 25.0 38.1 38.1 43.4 40.6 44.4 45.7 45.7 43.2
VOLUME  CM3 22.0 22.3 22.5 30.4 31.7 41.2 43.9 47.6 51.5 52.0 66.4
              L MIN 2 (mH) FALCO PART NUMBER [ RATED CURRENT1 ]

6.7 µ
12 µ
0.07
0.09
0.10 T87093 [27.3]
0.16 T10030 [32.0] T11043 [40.0]
0.20
0.22 T87107 [27.3] T10062 [32.0]
0.30 T87094 [20.1] T10032 [22.6] T11080 [40.0] T14035 [42.6]

T87095 [16.5] T11044 [31.9]
0.40 T87096 [14.6] T11046 [25.3]
0.44 T11048 [23.2]
0.50 T87108 [20.1] T10033 [17.7] T11058 [20] T14036 [34.1]
0.60 T10063 [22.6] T11081 [31.9]  T14073 [42.6]

T10052 [15.3] T11050 [19.4]
0.68 T87109 [16.5] T10040 [8.0] T14037 [27.8]

T87097 [11.5]
0.70 T11082 [25.3]
0.75 T14090
0.80 T87110 [14.6] T10053 [12.7] ET3502[7.0]

T87098 [9.6] 
0.90 T10054 [10.8] T11083 [23.2] T14002 [24.0]  

T11069 [16.1] T140B2 [24.0]
0.92 T10064 [17.7] T14038 [23.3]
0.94 T14074 [34.1]
0.96 T140A2 [22.0]
1.00 ET2804[3.4]
1.14 T10065 [15.3] T11070 [13.7]
1.20 T87099 [7.8] T14039 [19.8] T14042 [21.0]
1.25 T10009 
1.30 T87101 [6.9] T10055 [8.9] T11084 [19.4]
1.40 T87111 [11.5] T11037 [19.4] T11071 [11.5] T14075 [27.8] T14021  [11.0]
1.50 UT3003 [4.0] ET2805[3.1] T10056 [7.6] T11025  [27.3] ET3503[5.0]
1.52 T14047 [16.6]
1.60 T87102 [5.8] T10066 [12.7] T14022 [20.0]
1.70 T87112 [9.6] T11085 [16.1]
1.75 T14003 [17.5] 

T140B3 [17.5]
1.80 T10067 [10.8] T11072 [9.6] T14076 [23.3]
1.90 T87103 [4.9] T10057 [6.4] T14048 [14.6]
2.00 UT3004 [3.5] T87104 [4.4] T14025 [21.0]
2.30 T10058 [5.4] T11086 [13.7]
2.40 T87113 [7.8] T14077 [19.8]
2.50 T10059 [4.7] T11034 [9.0] T11073 [7.9]
2.70 T87114 [6.9] ET2806[2.6] T10068 [8.9] T14064 [11.4]

T87105 [3.7]
2.8 UT3005 [3.0] T11087 [11.5]
3.0 T10069 [7.6] T11074 [6.7] T14078 [16.6] T14065 [10.0]
3.3 ET2807[2.5]
3.5 T87115 [5.8] T10060 [4.1] T11005 [10.0] T11088 [9.6]
3.8 T10070 [6.4] T14079 [14.6]
4.0 T87116 [4.9] T14023 [15.0]

T87106 [2.9] 
4.2 ET3504[4.2] T11075 [5.4] T14066 [8.1]
4.5 T87117 [4.4] T10071 [5.4]
4.7 UT3006 [2.7] ET2808[2.0] T10061 [3.2] ET3505[3.5]
4.9 UT3007 [2.4] T10072 [4.7] T11076 [4.7]
5.2 T11089 [7.9]
5.5 T14007 [8.0] T14080 [11.4]
5.7 T87118 [3.7] T11077 [4.1] T14067 [6.6]
5.9 T14081 [10.0]
6.0 T11090 [6.7]
6.2 UT3008 [2.2]
6.5
7.0 UT3009 [2.0] T10073 [4.1]
7.2  T14068 [5.8]
7.5 UT3010 [1.8] T11078 [3.5]
8.0 T14069 [4.9]
8.2 ET2809[1.7]
8.5 T87119 [2.9] T11091 [5.4] T14082 [8.1]
9.4 T11079 [2.9]
9.5 T10074 [3.2]

10.0 ET3501 [2.5] T11092 [4.7] T14070 [4.3]
11.0
12.0 UT3011 [1.6] T11093 [4.1] T14083 [6.6]
13.0 T14071 [3.6]
14.0 UT3012 [1.5] T14032 [5.8]
15.0 ET2803 [2.8] ET3506[2.0] T11094 [3.5]
16.0 T14033 [4.9]
17.0 T14072 [3.0]
18.0 UT3001 [1.5] ET2802 [1.3] ET3507[1.9]

UT3002[1.3]
19.0 T11095 [2.9]
20.0 T14084 [4.3]
21.0
22.0 ET2811[1.0] ET3508[1.8]
25.0
26.0 T14085 [3.6]
27.0
28.0 UT3013[1.0]
29.0
33.0 ET3509[1.4]
33.8 T14086 [3.0]
35.0
39.0 ET2812[0.7]
43.0 UT3014 [0.8]
47.0 ET3510[1.2]
50.0
56.0 ET3511[1.0]
68.0 ET2813[0.5]
69.0 UT3015 [0.6]
80.0
82.0 ET3512[0.8]


